processNVM Q55x1_R0.4.5.0
-------------------------

Q55x1_R0.4.5.0 (07/09/2010)
---------------------------
1) SW version NVM is set to Q55x1 0.4.5.0
2) HMOnVolume = 0Fh (15) => IPM 55067
3) HMOsdDisplay = 01h (On) => IPM 55067


Q55x1_R0.4.4.0 (01/06/2010)
---------------------------
1) SW version NVM is set to Q55x1 0.4.4.0
2) HMOnMaxVolume = 60 (address = 0x0BF2)
3) TimersCalibrationSource = 0 (address = 0x0BF2; meaning of NVM item had changed at the same time the range was changed, should be default 0 now) - brg36mgr#118698


Q55x1_R0.4.3.0 (18/05/2010)
---------------------------
1) SW version NVM is set to Q55x1 0.4.3.0
3) IPM 43061: LstStatLightSpillShop = 1 (address = 0x0137)
4) IPM 43061: Predefined LstStatLightSpillUserLevel = 1 (address = 0x0148)
5) IPM 43061: Predefined LstStatLightSpillShop = 1 (address = 0x0148)


Q55x1_R0.4.2.0 (17/05/2010 )
---------------------------
1) SW version NVM is set to Q55x1 0.4.2.0
2) IPM 43061: LstStatLightSpillUserLevel = 1
3) OptLightSpill = 0 (Off) to make sure when process NVM is used without changing option codes no problems are seen 


Q55x1_R0.4.1.0 (18/01/2010 )
---------------------------
1) SW version NVM is set to Q55x1 0.4.1.0
2) LstStatAmbiliLightBrightness(1) - predefined, address 0x013D is set to 8
3) LstStatAmbiliLightImmersion(1) - predefined, address 0x0140 is set to 6
4) LstStatLoungeMode(1) - predefined, address 0x0142 is set to 2 = Deep Water
5) InstSettingsChannelInformation is set to 0 (classic iso Big)



Q55x1_R0.4.0.0 (17/01/2010 )
---------------------------
1) SW version NVM is set to Q55x1 0.4.0.0
2) LstStatAmbiLightBrightness is set to 8 ((Adapt ex-factory Ambilight settings) :Submitted: IPM-48293: Production (213/C) (213/C))
3) LstStatAmbilightImmersion is set to 6 ((Adapt ex-factory Ambilight settings) :Submitted: IPM-48293: Production (213/C) (213/C))
4) LstStatLoungeMode is set to 2 = Deep Water ((Adapt ex-factory Ambilight settings) :Submitted: IPM-48293: Production (213/C) (213/C))
5) LstStatAmbilightColour and LstStatAmbilightColour(1) are set to 0 (active) - IPM 49352


Q55x1_R0.3.1.0 (15/12/2009 )
---------------------------
1) SW version NVM is set to Q55x1 0.3.1.0
2) OptMopAl = Off
3) OptAmbientLight = Off => solving startup problem on some boards
4) Opt3Gap1 = 0



Q55x1_R0.3.0.0 (15/12/2009 )
---------------------------
1) SW version NVM is set to Q55x1 0.3.0.0
2) LstStatAutPowerDownMode = 0 (off) (LstStatAutPowerDownMode(1) = 1 (on); this item hasn't changed)
3) AutoClockMode is set to 1
4) SwVersionFlashUtils is all set to 0x20 (spaces)
5) history list items Set Type and Production Code are set to "see type plate"
6) LstStatAmbilightBrightness = 10
7) LstStatGap0 = 0 & PredLstStatGap0 = 0
8) InstSettingsViewport21_9 = 1
9) InstSettingsSpeakerSettingsCEC = 0
10) InstSettingsEndInstallFreqDvbs = 15984
11) SetNrStruct is set to "see type plate"
12) InstSettingsRendererAccess = 1
13) TunerIfGainCalibrationLow = 127
14) TunerIfGainCalibrationMid = 127
15) TunerIfGainCalibrationHigh = 127





Q5551_R0.2.0.0 (22/10/2009 )
---------------------------
1) SW version NVM is set to Q5551 0.2.0.0
2) InstSettingsSpeakerSettingsCEC is set to 0x03 (= Easylink)
3) BoardIdentifier (option 7) is set to 2 (=8000/9000)
4) OptVideoStore = 0 (Off)
 


Q5551_R0.1.0.0 (06/10/2009 )
---------------------------
1) Initial NVM craeated, based on 2010_CHS_nvmlayout, version 1.0